2312 (58.72)

31340005 [7.960] THRU
DOWEL PIN HOLE (CLOSE FIT)
2.760[70.10] ~
WITH UPPER PLATE-A14433
- 2312[58.72) -
4x 344 (8.73) DRILL THRU
515 [13.08] CT BORE x .31 DP
1,156 [29.36] -

2.6250-.0005 [66.68]

4.688[119.08]
1156 (29.36]

1

4.6880 -.0005[119.08]
DOWEL PINS
~! 1,625 [41.28)

375 x 1" LG DOWEL PIN (PRESS FIT)
PLACES

STROKE

NOTES:
1. REWORK TRD CYLINDER MODEL NUMBER
TR-MFID & MF2D-3 1/4 X 1.535 HC-MPR-VS.

2. NO GREASE OR TEFLON COATING SHALL BE USED AS LUBRICANT.

3.NO ELASTOMER MATERIAL SHALL BE USED AS SEAL
OR WIPER, EXCEPT VITON GRADED FOR 200 C.

4. ACTUATOR CYLINDER TRAVEL DISTANCE
SHALL BE 1.535-.005 [39mm-0.12]
5. AL DIMENSIONS WITH [] ARE MILLIMETERS.
6. LUBRICATE ALL OF THE VITON SEAL WITH DOW CORNING 710 1
FLUID LUBRICANT. THEN TEST THE CYLINDER FOR PROPER
ACTUATION AND WIPE OUT ANY EXCESS OIL. DOW CORNING 710
IS NOT DESIRABLE IN THE VACUUM. CARE MUST BE EXERCISED
TO AVOID CONTAMINATION OF THE VACUUM CHAMBER DURING
ASSEMBLY, TEST AND SHIPMENT.

7. MAGNETIC STRIP SHALL BE ORIENTED FOR REED SWITCH.
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REFERENCE SOURCE
TRD MANUFACTURING, INC.
7407 EDWARDS DRIVE
ROCKFORD, IL. 61114
PHONE: (815) 654-7775

E/M CORPORATION

PHONE: 317-497-6364
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ARGONNE NATIONAL LABORATORY

6120094 ADVANCED PHOTON SOURCE
A4 HEAVY LOAD PNEUMATIC
39mm - 8" LINEAR ACTUATOR
NONROTATING CYLINDER
TRIPLE ROD CYLINDER

6/30194
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